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Federal Communications Commission § 73.1670

authorized transmitters, and with-
drawal of a grant of authorization are 
contained in part 2 of the FCC rules. 

[63 FR 36604, July 7, 1998, as amended at 65 
FR 30004, May 10, 2000; 65 FR 67304, Nov. 9, 
2000]

§ 73.1665 Main transmitters. 
(a) Each AM, FM, TV and Class A TV 

broadcast station must have at least 
one main transmitter which complies 
with the provisions of the transmitter 
technical requirements for the type 
and class of station. A main trans-
mitter is one which is used for regular 
program service having power ratings 
appropriate for the authorized oper-
ating power(s). 

(b) There is no maximum power rat-
ing limit for FM, TV or Class A TV sta-
tion transmitters, however, the max-
imum rated transmitter power of a 
main transmitter stalled at an AM sta-
tion shall be as follows:

Authorized power 

Maximum
rated

transmitter
power (kW) 

0.25, 0.5, or 1 kW .............................................. 1 
2.5 kW ............................................................... 5 
5 or 10 kW ......................................................... 10 
25 or 50 kW ....................................................... 50

(c) A licensee may, without further 
authority or notification to the FCC, 
replace an existing main transmitter 
or install additional main trans-
mitter(s) for use with the authorized 
antenna if the replacement or addi-
tional transmitter(s) has been verified 
for compliance. Within 10 days after 
commencement of regular use of the 
replacement or additional trans-
mitter(s), equipment performance 
measurements, as prescribed for the 
type of station are to be completed.

NOTE TO PARAGRAPH (C): Pending the avail-
ability of AM broadcast transmitters that 
are approved or verified for use in the 1605–
1705 kHz band, transmitters that are ap-
proved or verified for use in the 535–1605 kHz 
band may be utilized in the 1605–1705 kHz 
band if it is shown that the requirements of 
§ 73.44 have been met. Verification or FCC ap-
proval of the transmitter will supersede the 
applicability of this note.

[43 FR 53741, Nov. 17, 1978, as amended at 47 
FR 8590, Mar. 1, 1982; 47 FR 28388, June 30, 
1982; 49 FR 4000, Feb. 1, 1984; 51 FR 18451, May 
20, 1986; 56 FR 64872, Dec. 12, 1991; 63 FR 36604, 
July 7, 1998; 65 FR 30004, May 10, 2000]

§ 73.1670 Auxiliary transmitters. 

(a) A licensee of a broadcast station 
may, without further authority from 
the FCC, install and use with the main 
antenna system one or more auxiliary 
transmitters for the following pur-
poses: 

(1) The transmission of regular pro-
grams upon failure of the main trans-
mitter. 

(2) The transmission of regular pro-
grams during maintenance or modifica-
tion of the main transmitter. 

(3) Emergency broadcast system op-
eration. 

(4) The transmission of regular pro-
grams by an AM station authorized for 
Presunrise (PSRA) and/or Postsunset 
(PSSA) operation. 

(5) The transmission of tests to deter-
mine the operating condition of the 
auxiliary transmitter or auxiliary an-
tenna. 

(6) For testing, upon the request of 
representatives of the FCC. 

(b) Authorization to install an auxil-
iary transmitter for use with other 
than the main antenna or authorized 
auxiliary antenna must be obtained by 
filing an application for a construction 
permit on FCC form 301 (FCC form 340 
for noncommercial educational sta-
tions). 

(c) The following technical and oper-
ating standards apply to auxiliary 
transmitters: 

(1) The auxiliary transmitter may be 
operated on only the station’s author-
ized frequency and within the required 
carrier frequency departure tolerance 
for the type of station. 

(2) The carrier frequency of the auxil-
iary transmitter must be measured as 
often as necessary to ensure that it is 
maintained within the prescribed toler-
ance. 

(3) When using an auxiliary trans-
mitter, the operating power may be 
less than the authorized power but may 
not exceed the authorized power within 
the permitted tolerance for the type of 
station. If operation with an auxiliary 
transmitter at reduced power con-
tinues for a period exceeding 10 days, 
the FCC in Washington, DC must be 
notified. (See § 73.51, AM; § 73.267, FM; 
§ 73.567, NCE–FM; and § 73.663, TV). 
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